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INSPECTION HOLES AND UNDERDRAIN REMOVAL / >
EXISTING UNDERDRAINS THAT ARE LOCATED IN THE PROPOSED PAVEMENT SECTION
OR THE 16" SOl PROCESSING AREA WILL BE REMOVED. EXISTING INLET: 1€ /
EXISTING UNDERDRAINS THAT ARE LOCATED BENEATH THE 16" SOIL PROCESS AREA ST O HOLE: ot STA. 37241767, 118" L.
WILL BE EXCAVATED. e A HOLE: IR~ . EXISTING INSPECTION HOLE: IH—2E A 8
HOLES THAT REMAN FROM REMOVING UNDERDRAIN PIPE AT MANHOLES OR PIPE FLOW ELEV, 672.44 ;ESWE% sgg:fg - 16" RGP UNION DRAINAGE. DISTRICT LINE #1 2
SECTIONS WILL BE REPAIRED. THE REPAIR WILL RESTORE REINFORCING AND FULL REMOVE heid ; 27 RCP. o
WALL THICKNESS WITH AR610 STRUCTURAL CONCRETE. A EXISTING INSPECTION HOLE: IH-3€ o
VE TOP ELEV, 673.5% s
ALONG THE LINE OF UNDERDRAIN REMOVAL, INSPECTION HOLES WILL BE REMOVED . 6" CLAY PIPE UNDERDRAIN FLOW ELEV. 670.2¢ +
TO A DEPTH BENEATH THE SOIL PROCESS ELEVATION. \‘;J;% REMOVE ©
. . L] 0]
WHERE THE UNDERDRAIN PIPE IS EXCAVATED, P.E, TUBING OR BROKEN CLAY PIPE », / L/ <
WiL HOT BE PERMITIED M THE FiLL USED FOR- EMBANKNENTS. \ et LA A A ot Ao ok, s £ & L A, A:AXMAYMQ.% H A At A A A A A P ol o e Y d § )
WHERE THE UNDERDRAIN PIPE IS EXCAVATED BELOW THE SOIL PROCESSING DEPTH, &35"?"“ — L 00 —_ 27100 372+00 | / T30 — e SR — ST 370 — =2 FO “
THE EXCAVATION WILL BE BACKFILLED WITH A GRANULAR MATERIAL COMPLYING TO : Z &
AR209 SPECIFICATIONS. LOOSE EARTH MATERIAL WILL BE REMOVED FROM THE 5 0
EXCAVATION PRIOR TO PLACING THE AR209 GRANULAR MATERIAL. : I P e G T 7T P TP T P %L T T P PR A AT 7| © 8
THE REMOVED INSPECTION HOLES AND PIPE MATERIAL WILL BE DISPOSED OFF 6% LAY PIPE UNDERDRAN 2 <
ARPORT SITE BY CONTRACTOR. . . | : MH- n
we 3 Top B gress o EXISTING INSPECTION. HOLE: H-20€ 7 B
PAYMENT FOR THE UNDERDRAIN EXCAVATION WILL BE MADE UNDER ITEM: AR705900 s FLOW ELEV. 665.11 TOP ELEV. 673.5+ Q g
"REMOVE UNDERORAIN® PER LINEAR FOOT. THE PRICE WILL INCLUDE REMOVAL OF w0 (T0 BE ADJUSTED) . FLOW ELEV. 6702¢ < .
INSPECTION_ HOLES, EXCAVATING AND REMOVING PIPE, BACKFILLING, COMPACTING AND 24* RGP 24 RCP. REMOVE -y
MAKING REPAIRS TO MANHOLES OR PIPE STRUCTURES WHERE UNDERORAN PIPE IS ] /_ e = <
REMOVED., 21" RCP. ) -
=
EXISTING MANHOLE: MH-1E / - EXISTING INLET: 2€ [
STA. 370+74.33, 125" RT. STA. 372+18.33, 125.5' RT. 6
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EXISTING INSPECTION HOLE: 1H-21E / 2
TOP ELEV, 6749+ . -
N\ ok B et / 8" UNDERDRAIN 4
&
/ "
- / B1818
/ e
/ Bi2s
S o e o
s [SILS -
23 18182
\ 9
%’*% RUNWAY 6-24 LEREL g
... B 389400 37040 . 371450 . 372400 3130 S 7.2 I _es00 377400 . 378 55|z
FRAME & LID
\ Zz
\ 3 1l
= T
% — Z i
¥ < i5i
AR - NV S — S — - SE-
k-4
ca2t
2G5
\ —g-,“ ‘%
[
N\
VARIABLE
DEPTH
LEGEND [0 8
3
[ ] exstnG PavENENT £ z R
A & 5.
—— —— EXSTING STORM SEWER i g%
== »
. e e o EXISTING UNDERDRAIN 2 u g5 o
zg
A S A/ ok EXISTING UNDERDRAIN EXCAVATED o § g 38
o |28
= s - EXISTING INLET ELg
S = 0=
© EXISTING MANHOLE é % °'<’,
EXI INSPECTION HOLE—TYPE A o EXISTING INSPECTION HOLE - %
025 50 100"
NOT 10 SCALE ) EXISTNG HEADWALL O g
FULL SIZE SCALE: "= 50' 1 9
HALF SIZE SCALE! 1"= 100°

. A 19 of 110 sheets J




